
Materials

Weight

Lamping

Voltage

patinated brass / cast glass

5 kg / 11 lbs

EU: 220–240 V

LED strip - 10W - 650 lm - 2700K 
- dimmable

EOS 50 SCONCE

Technical Specifications

Dimensions Height 52 cm (20.5 in) × Width 6 
cm (2.2 in) × Depth 10 cm (3.9 in) 

Flush-mounted electrical box

Protection

Certifications

N/A

IP44 standard

Lead time 12 - 14 weeks
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Developed through a study of the cylindrical form, the EOS collection 
showcases lost-wax cast glass within a minimal brass structure. It is 
available as a series of wall sconces and pendants in various sizes. Also 
available in alabaster under the name CALLISTO.

IP65 optional

Dry location

US: 120 V



Materials

Weight

Lamping

Voltage

patinated brass / cast glass

10.5 kg / 23.1 lbs

EU: 220–240 V

LED strip - 20W - 1300 lm - 
2700K - dimmable

EOS 100 SCONCE

Technical Specifications

Dimensions Height 102 cm (40 in) × Width 6 
cm (2.4 in) × Depth 11 cm (4.3 in) 

Flush-mounted electrical box

Protection

Certifications

N/A

IP44 standard

Lead time 12 - 14 weeks
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Developed through a study of the cylindrical form, the EOS collection 
showcases lost-wax cast glass within a minimal brass structure. It is 
available as a series of wall sconces and pendants in various sizes. Also 
available in alabaster under the name CALLISTO.

IP65 optional

Dry location

US: 120 V


